Numerical Analysis for Characterization of Single Phase Induction Motors by using Circuit Equations Coupled with Magnetic Field Distribution

Young Sun Kim and Dong Yoon Lee*

Department of Electrical and Electronic Engineering, Joongbu University, Geumsan 302-702, Korea

(Received 22 January 2013, Received in final form 27 June 2013, Accepted 1 July 2013)

In this paper a new coupling method for efficient and simple analysis of single phase induction motor is presented. The circuit representation of both the stator winding and each conducting rotor loop (composed of rotor bar and end ring segment) is used in conjunction with the distribution of magnetic flux linkage instead of inductance matrix. The flux linkage is calculated using air-gap flux density distributions driven by unit currents in the stator windings and rotor bars. The field distribution of one turn of a coil is calculated by FEM and the result is used to calculate total flux linkage by employing a coordinate transformation. The numerical results give good agreement with prior literature. The method is particularly effective in analyzing the effect of the number of rotor bars.

Keywords: single phase induction motor, travelling wave, finite element method, coupling method

2. Coupling Algorithm of Circuit and Magnetic Field

2.1. Flux Distribution Patterns

Considering cylinder symmetry, flux distribution pattern by stator winding, and rotor bar currents are shown in...
Fig. 1. (Color online) Air-gap flux distribution by stator winding and single rotor bar current.

Fig. 2. (Color online) Loop circuits of the rotor.

2.2. Stator Circuit Equation

The circuit equation of a stator winding which has a single turn is represented as (1)

\[ V(t) = R_s i_s(t) + \frac{d}{dt} \int B_s(\theta, \vartheta) \, ds \]

where \( V(t) \) is applied voltage for one turn, \( R_s \) is resistance of stator winding, \( i_s(t) \) is stator winding current, \( B_s(\theta, \vartheta) \) is stator flux density, it is resultant flux density made by stator winding current \( i_s(t) \) and rotor bar currents \( \hat{i}_j(\vartheta) \) as in (2)

\[ B_s(\theta, \vartheta) = \hat{B}_s^w(\theta) i_s(t) + \sum_{j=1}^{n_b} \hat{B}_s^j(\theta) \hat{i}_j(\vartheta) \]

where \( n_b \) is the number of rotor bars, \( \hat{B}_s^j(\theta) \) is the flux density by stator winding driven with a unit current, \( \hat{B}_s^j(\theta) \) denotes the flux density by rotor bar driven with a unit current.

For \( N \) turns of stator winding the circuit equation can be written as (3).

\[ NR_s i_s(t) + \sum_{j=1}^{n_b} \sum_{j=1}^{N} \hat{B}_s^j(\theta) \, ds \frac{d}{dt} \hat{i}_j(\vartheta, t) = \sum_{j=1}^{N} \hat{B}_s^j(\theta, t) \frac{d}{dt} \hat{i}_j(\vartheta, t) = V(t) \]

2.3. Rotor Circuit Equations

Fig. 2 shows the rotor circuit of a single phase induction motor. In the figure, \( \hat{i}_j, \hat{i}_e, \omega \) and \( \hat{i}_j (j = 1, 2, 3 \ldots) \) stand for bar currents, end-ring currents, rotor speed and EMFs induced in each single loop, respectively.

In Fig. 2 the EMF of the \( j \)-th loop is induced by the time variation of flux linkage and is equal to the sum of voltage drops across that loop.

\[ \frac{d}{dt} \int B_r(\theta, \vartheta) \, ds = r_r (\hat{i}_j - \hat{i}_{j+1}) - 2r_e \hat{i}_j \]

where \( B_r(\theta, \vartheta) \) is the magnetic flux density distribution along the rotor surface, \( r_r \) resistance of rotor bar and \( r_e \) resistance of end-ring located between bars.

Substituting (5) into (4), the differential equations for currents can be obtained as (6).

\[ \frac{d}{dt} \int B_r(\theta, \vartheta) \, ds = r_r (\hat{i}_j - \hat{i}_{j+1}) - 2r_e \hat{i}_j \]

where \( l \) is the axial length of rotor bar, and the currents \( \hat{i}_j \) and \( \hat{i}_e \) satisfy the Kirchhoff’s current law at the connection nodes between the rotor bars and end-rings.

\[ \{ \hat{i} \} + [D]^{T} \{ \hat{i} \} = \{ 0 \} \]

Where \([D]^{T}\) is the matrix for the relationship between the currents of the rotor bars and end-rings.

After combining differential equations (1), (4) and (7), and applying the time difference method, the final recursive relation between the currents can be obtained in matrix form.
where

\[ \Delta t = \frac{\Delta \theta}{\omega} \]

\[ A_n = N^2 I \sum_{j=1}^{N} \left[ \sum_{j=1}^{M} \hat{B}_{j} \cdot (\theta) \right] d\theta \]

\[ B_n = NR' \]

\[ [A_{n}]_{ij} = N^2 \sum_{j=1}^{N} \left[ \sum_{j=1}^{M} \hat{B}_{j} \cdot (\theta) \right] d\theta \]

\[ [A_{n}]_{i} = N^2 \sum_{j=1}^{N} \left[ \sum_{j=1}^{M} \hat{B}_{j} \cdot (\theta) \right] d\theta \]

\[ [B_{n}]_{i} = \sum_{j=1}^{N} \left[ \sum_{j=1}^{M} (-r_j) \cdot (r_j) \right] \]

\[ [B_{n}]_{i} = \sum_{j=1}^{N} \left[ \sum_{j=1}^{M} (2r_j) \cdot (r_j) \right] \]

\[ [B_{n}]_{i} = \sum_{j=1}^{N} \left[ \sum_{j=1}^{M} (1) \cdot (r_j) \right] \]

\[ [B_{n}]_{i} = \left[ r^2 \right] \]

In above (8), the unknown variables are the sum of the stator current, the number of rotor bar current and the end-ring current. With the structure of rotor bars, speed and applied voltage, all the currents flowing the stator coil, rotor bars and end-rings of single phase induction motors can be calculated by using (8).

2.4. Torque Equation

The produced torque \( T \) of the specified motor can also be calculated with the resultant currents from (8) and magnetic flux density distribution patterns. Using the Lorentz force equation gives the following equation.

\[ T = \sum_{j=1}^{N} r_j B_j \cdot (\theta, t) i_j \]

where \( r_j \) denotes the radius of the rotor.

3. Numerical Applications

Fig. 3 shows cross sectional view of a 2-pole single phase induction motor. The stator coils consist of two coil sides and the rotor bars are located at equal distance. P1, P2 and P3 are the test points for magnetic flux pattern to know the wave characteristics of the rotating magnetic field.

The voltage and the frequency of the power source is applied to the analysis model (Fig. 3) in specific slip of \( S = 0.05 \). And the system equation is solved iteratively until the motor reaches steady state. The applied voltage and primary current waveforms are shown in Fig. 4 while the...
Fig. 5 shows the current pattern of a rotor bar with group frequency which depends on motor speed. The magnetic flux patterns at points P1, P2 and P3 are drawn in Fig. 6(a) and Fig. 6(b) for different motor speed. In Fig. 6, the fields travel just like in multiphase machines while the motor is rotating. Therefore, it might say that the magnetic field variation (travelling wave) of the motor is the rotating magnetic field.

Fig. 7 presents torque-speed characteristics for the several resistances of rotor circuits, where the resistances are $r_1 < r_2 < r_3 < r_4$. In Fig. 7, the bigger secondary resistance produces the less maximum torque and even negative torque through wider range in slip.

The effect of the number of rotor bars, (8) is solved for the cases of 6, 12 and 24 rotor bars. In each case, the total cross sectional area, applied voltage, and slip are held constant. The flux patterns for the variation of the number of bars and the torque are shown in Fig. 8 and Fig. 9. These patterns clearly indicate that as the number of bars of a motor increases the higher harmonics in the waveforms are decreased.

**4. Conclusion**

A new analysis method is demonstrated in this paper to model the effect of the number of rotor bars. In this method, circuit theory concepts are applied to stator winding and each loop of rotor composed of rotor bar and end-ring segment and flux linkage concepts are used instead of inductance matrix.

As a result, this method agrees with the existing theory
in steady state characteristics and accordingly is very effective in demonstrating the effect of the number variation of rotor bars. In addition, the voltage-current characteristics of the stator winding and the eddy currents for rotor bars are shown. The magnetic field in the motor driven by a single phase source are also analyzed illustrating whether the field is rotating or not. Increasing the number of rotor bars in the motor decreases the higher order harmonics in the generated torque and magnetic field distribution. Further studies about characteristics with slots and nonlinear effect of iron core should be investigated.

Acknowledgment
This research was supported by Basic Science Research Program through the National Research Foundation of Korea (NRF) funded by the Ministry of Education, Science and Technology (2012R1A1A1040410).

References